
Badesaison  verlängert!
Wärmepumpen  
für  angenehm 
 temperiertes Water  
zu jeder  Jahreszeit

pooled family pleasure

Member of 

pooled family pleasure

★  Heating and cooling

★   Filled with environmental friendly R410a gas

★   Outstanding performance, 15–20 % energy saving

★   High end and durable ABS casing

★   Heating and cooling salt water treatment compatibility

8 UNIQUE
ADVANTAGES

★   Operation above air 0 °C

★  Digital LED controller

★   Auto defrost for the entire product range

SMART HEATPUMP PLUS

A.Nr. 78739 78740 

Technology EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 45 60

C.O.P. 7 6,8

Rated Input Power *kW 5,8 7,9

Power supply 380–415 V/3 Ph/50 Hz 380–415 V/3 Ph/50 Hz

Rated current (A) 11,4 15,2

Operating air temperature °C –7~43 –7~43

Advised water flux m³/h 15–20 20–25

Sound level at  
1 meters dB(A) 64,9 71,6

Sound Power bei  
10 Meter dB(A) 45 51,7

Heating exchanger Titanium Titanium

Water pipe in-out spec mm 63 63

Net dimension
L × W × H mm 1384 × 488 × 1388 1384 × 488 × 1388

Net weight/Gross weight kg 215/236 215/236

Performance condition: Air 15 °C, Water 26 °C (KW)

Heating Capacity *kW 29,4 40,1

C.O.P.* 5,04 5,05

Energy Label (EN14511:211) A A

Performance condition: Air 35°C, Water 28 °C (KW)

Cooling Capacity kW 27 36

Kühlkapazität 4,5 4,5

* These datas are certified by TüV Rheinland according to EN14511:2011,the standard is the same as DTP N°10 of FPP in France

SPECIFICATIONS:

HEIZT UND KÜHLT!

More Efficient

Less Efficient
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Peraqua Professional 
Water Products GmbH 
Handelsstraße 8
4300 St. Valentin

T. +43 7435/58488-0 
F. +43 7435/58488-2009 

info@peraqua.com
www.peraqua.com

ZENTRALE UND EXPORT

PERAPLAS ČESKO s.r.o.
25101 Říčany-Jažlovice, Zděbradská 62
T. +420 323 63 76-73, F. +420 323 63 76-72
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SAIF Zone, Sharjah, UAE
T. +971-6-557 98 66, F. +971-6-557 97 07
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VERTRIEB, LOGISTIK UND TECHNIK

Complete equipment for all types of pools. 

Extend your 
bathing season
Heat pumps ensure
a pleasant water
temperature all year round

Extend your 



SMART HEATPUMP

SMART INVERTER HEATPUMP PLUS

KARIBIK AUF KNOPFDRUCK
Angenehm temperiertes PoolWater macht richtig Freude und verlängert die Badesaison im eigenen Garten. 

Die intelligenten Gehäusekonstruktionen mit Stahlrahmen und UV-beständigen Kunststo�-Abdeckungen ermöglichen 
außergewöhnliche Laufruhe und höchsten Komfort. Hochwertige Elektronikkomponenten und Titan-Heating exchanger 
sorgen so für eine besonders lange Lebensdauer mit überdurchschnittlicher Energieeinsparung. . 

Selbstverständlich ist auch bei bestehenden Pools jederzeit eine Nachrüstung möglich. Und wenn Sie im Hochsommer 
lieber in der Nordsee als in der Karibik baden, werden Ihnen die Smart Wärmepumpen mit eigener Kühlfunktion beste 
Dienste leisten. 

Für anspruchsvolle Poolbesitzer bleiben nahezu keine Wünsche o�en, und mit den verlängerten Garantiezeit auf die 
Kernkomponenten ist man immer auf der sicheren Seite.

WHY SMART 
INVERTER 
TECHNOLOGY?
→ 65 % higher COP than Normal ON/OFF HP
→ 50 % higher COP than Normal Inverter HP

Smart Inverter is an innovative leading technology in the industry. With this technology, you can enjoy an
exceptional swimming experience with e�ciency 65% higher than on/o� heat pumps.

→  10 times quieter 
By integrating super quiet Mitsubishi inverter compressor and variable speed  
ventilation system, Smart Inverter ensures an operation 10 times quieter than normal  
heat pumps when maintaining the pool temperature. It’s the quietest running heat  
pump you can find in the market.

→  Soft start (Graph Soft Start) 
When Smart Inverter HP turns on,the current will start from 0 A and slowly reach  
rated current in 2 minutes. Household electricity system will not be a�ected with  
a gentle increased current. 

→  Designed for air –7 °C 
Smart Inverter HP is designed for air -7°C, which can maximize your pool season.

→  Cooling function available
 
SMARTE CHOICE: When choosing a Smart Inverter, a bigger model is recommened  
so that the heat pump runs at low speed for a longer time with more benefits:

→ heat faster
→ save moret→ enjoy longer silent running time

Performance condition:
Air 15 °C | Water 26 °C | Humidity 70 %
Maintain 26 °C water temperature for 45 m3 pool

A.Nr. 78508 78509 78510 78511 78512 78513 78514

Technology EEV EEV EEV EEV EEV EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 7,5 10 13,5 17,5 25 25 33

C.O.P. 6,7 6,6 7 6,7 6,92 6,92 6,8

Performance condition: Air 15 °C, Water 26 °C

Heating Capacity *kW 4,8 6,6 9,9 11,4 16,0 16,0 22,2

C.O.P.* 4,52 4,64 4,78 4,68 4,51 4,60 5,16

Energy Label (EN14511:2011) B B B B B B B

Performance condition: Air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 4,3 6 8 10 15 15 20

E.E.R. 4 4 4 3,8 4,2 4,2 4

Rated Input Power *kW 1,1 1,4 2,1 2,4 3,5 3,5 4,3

Power supply 230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/ 1Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

400 V/3 Ph 
50 Hz

400 V/3 Ph 
50 Hz

Rated current (A) 5,0 6,5 9,5 11,4 16,0 5,5 9,2

Operating air temperature °C 0~43 0~43 0~43 0~43 0~43 0~43 0~43

Advised pool volume m³ 0–35 30–50 40–70 60–90 75–120 75–120 110–150

Advised water flux m³/h 3–4 4–6 5–7 6,5–8,5 7–9 7–9 10–12

Sound Power dB(A) 61,1 61,8 65,7 68,4 69,8 69,8 69,5

Sound level at 10 meters dB(A) 33,2 33,9 37,8 40,5 41,9 41,9 41,6

Heating exchanger Titanium Titanium Titanium Titanium Titanium Titanium Titanium

Water pipe in-out spec mm 50 50 50 50 50 50 50

Net dimension L × W × H mm 800 × 312 × 558 961 × 312 × 658 961 × 392 × 658 961 × 392 × 758 1092 × 312 × 958 1092 × 312 × 958 1161 × 496 × 958

Net weight/Gross weight kg 42/49 55/63 70/80 72/82 105/117 105/117 123/138

* These datas are certified by TüV Rheinland according to EN14511:2011, the standard is the same as DTP N° 10 of FPP in France

A.Nr. 75067 74787 74788 75074 75068 75069

Advised pool volume (m3) 25~50 30~60 40~75 50~95 65~120 90~169

Operating air temperature –7~43 –7~43 –7~43 –7~43 –7~43 –7~43

Performance condition: Air 26 °C, Water 26 °C/Humidity 80 %

Heating Capacity kW 11,3~2,8 13,3~3,4 17,3~4,4 21,2~5,4 27,5~7,0 36,2~9,2

Heating Capacity kW in silence mode 9,0~2,8 10,4~3,4 13,8~4,4 16,8~5,4 21,7~7,0 28,9~9,2

C.O.P. 6,5~15,1 6,4~15,0 6,3~15,2 6,1~15,1 6,2~15,2 6,4~15,5

C.O.P. in silence mode 7,5~15,1 7,4~15,0 7,3~15,2 7,1~15,1 7,2~15,2 7,4~15,5

Performance condition: Air 15 °C, Water 26 °C/Humidity 70 %

Heating Capacity kW 7,3~1,9 9,4~2,3 11,4~2,8 14,5~3,4 18,0~4,5 24,0~6,2

Heating Capacity kW in silence mode 5,8~1,9 7,4~2,3 8,8~2,8 11,3~3,4 14,5~4,5 19,2~6,2

C.O.P. 4,5~7,7 4,4~7,6 4,3~7,8 4,3~7,7 4,3~7,8 4,5~8,0

C.O.P. in silence mode 5,2~7,7 5,1~7,6 5,2~7,8 4,8~7,7 5,0~7,8 5,2~8,0

Performance condition: air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 5,5~1,4 6,2~1,6 8,5~2,1 10,8~2,7 13,5~3,4 18,0~4,5

Rated input power (kW) 1,6~0,22 2,1~0,25 2,6~0,33 3,33~0,44 4,0~0,58 5,3~0,79

Rated input current (A) 7,4~0,95 9,1~1,1 10,9~1,4 14,5~1,9 5,8~0,8 8,0~1,1

Power supply 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 400 V/3 Ph/50 Hz 400 V/3 Ph/50 Hz

Fuse Calibre (A) 12 A 13 A 16 A 21 A 9 A 12 A

Circuit breaker  
(Rated current A/Residual current mA) 12 A/30 mA 13 A/30 mA 16 A/30 mA 21 A/30 mA 9 A/30 mA 12 A/30 mA

Advised water flux (m3/h) 4~6 5~7 6,5~8,5 8~10 10~12 12~18

Sound pressure 1 m dB(A) 39,5~48,2 42,8~52,1 44,2~52,9 44,7~53,8 48,6~55,5 49,6~55,8

Sound pressure 10 m dB(A) 19,5~28,2 22,8~32,1 24,2~32,9 24,7~33,8 28,6~35,5 29,6~35,8

Heating exchanger Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC

Casing ABS casing ABS casing ABS casing ABS casing ABS casing ABS casing

Water pipe in-out Spec. (mm) 50 50 50 50 50 50

Net dimension L × W × H mm 961 × 312 × 658 961 × 312 × 658 96 × 392 × 658 961 × 392 × 758 1090 × 420 × 960 1160 × 530 × 960

Net weight kg 48 50 58 68 89 108

* The values indicated are valid under ideal conditions: Pool with an insulated cover at night, filtration system running at least 15 hours a day. Above data is subject to modification without notice.

SPECIFICATIONS:

SPECIFICATIONS:

TECHNOLOGY
Hot gas defrosting 
SAGINOMIYA 4 way valve 
 provides an automatic defrosting 
and an operation above 0 °C.

Principle of eev technology 
EEV technology is with an electronic expansion valve, 
which permits very precise and flexible regulation of gas 
flow to adapt to fluctuations of ambient temperature. The 
gas flow adjustment range of EEV is 10 times of traditio-
nal Tx-valve/capillary designs. As a result, it improves the 
C.O.P. averagely by 15 to 20 %.

Unique silver welding 
Silver in the welding solder which 
guarantees a high reliability of gas 
piping system and prevents the 
gas leakage.

Titanium heat exchanger 
The heat exchanger is made of high class titanium tube, a 
stable and non-reactive material which is compatible with 
water treatment by salt electrolysis. The internal configura-
tion design guarantees a high e�ciency of the heat pump.
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Smart 
Wärmepumpe

±·≤·≥ Für private ö�entliche und Naturpoolanlagen. 

Leise.  
E�izient.

Positionierung

Mindestabstände laut 
nebenstehendem Schema beachten.

PRINZIP DER EEV TECHNOLOGIE 
EEV Technology durch elektronisches Expansionsventil für 

präzise und flexible Regulierung des Gasflusses, um auf 
wechselnde Umgebungstemperaturen zu reagieren. Gasflussre-

gulierungsbereich ist 10x besser als herkömmliche Tx-Armaturen/ 
Kapillargefässkonstruktionen; Verbesserung von 15 bis 20%.

HEISSGAS ENTEISUNG
Mit einem SAGINOMIYA 4-Wege Ventil ist eine 

automatische Enteisung möglich und ein Betrieb 
über 0°C möglich.

TITAN WÄRMETAUSCHER
Wärmetauscher aus hochwertigem Titanrohr. 

Ein stabiles und nicht reaktives Material, das für 
Salzelektrolyse behandeltes Wasser geeignet ist. Die 
spezielle Bauweise garantiert eine hohe E�izienz der 

Wärmepumpe. 

EINZIGARTIGE SILBERSCHWEISSUNG
Garantiert eine hohe Verlässlichkeit des 
Gasrohrsystems und schützt somit vor 

Gasaustritt.

Installation

Nur zur Anwendung im 
Außenbereich geeignet.

EINBAUEMPFEHLUNG

TECHNOLOGIE

PERAQUA.COM  Responsibly produced: greenresponse.at   Member of the Praher Group.
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HEATING
AND

COOLING

CARIBBEAN FEELING AT
THE TOUCH OF A BUTTON
A pleasant water temperature maximises pool pleasure and extends the bathing season in your own garden.

Intelligent housing design with steel frames and UV resistant plastic covers ensure exceptionally smooth-running operation 
and maximum comfort. High-quality electronic components and titanium heat exchangers promise a very long service life and 
exceptional energy savings. Of course, existing pools can also be upgraded at any time. For those who prefer the North Sea to 
the Caribbean in the middle of summer, smart heat pumps with an integrated cooling function will prove ideal.

Practically nothing is left to be desired for sophisticated pool owners – and with the extended guarantee period on core
components, you are always on th safe side.



SMART HEATPUMP

SMART INVERTER HEATPUMP PLUS

KARIBIK AUF KNOPFDRUCK
Angenehm temperiertes PoolWater macht richtig Freude und verlängert die Badesaison im eigenen Garten. 

Die intelligenten Gehäusekonstruktionen mit Stahlrahmen und UV-beständigen Kunststo�-Abdeckungen ermöglichen 
außergewöhnliche Laufruhe und höchsten Komfort. Hochwertige Elektronikkomponenten und Titan-Heating exchanger 
sorgen so für eine besonders lange Lebensdauer mit überdurchschnittlicher Energieeinsparung. . 

Selbstverständlich ist auch bei bestehenden Pools jederzeit eine Nachrüstung möglich. Und wenn Sie im Hochsommer 
lieber in der Nordsee als in der Karibik baden, werden Ihnen die Smart Wärmepumpen mit eigener Kühlfunktion beste 
Dienste leisten. 

Für anspruchsvolle Poolbesitzer bleiben nahezu keine Wünsche o�en, und mit den verlängerten Garantiezeit auf die 
Kernkomponenten ist man immer auf der sicheren Seite.

WHY SMART 
INVERTER 
TECHNOLOGY?
→ 65 % higher COP than Normal ON/OFF HP
→ 50 % higher COP than Normal Inverter HP

Smart Inverter is an innovative leading technology in the industry. With this technology, you can enjoy an
exceptional swimming experience with e�ciency 65% higher than on/o� heat pumps.

→  10 times quieter 
By integrating super quiet Mitsubishi inverter compressor and variable speed  
ventilation system, Smart Inverter ensures an operation 10 times quieter than normal  
heat pumps when maintaining the pool temperature. It’s the quietest running heat  
pump you can find in the market.

→  Soft start (Graph Soft Start) 
When Smart Inverter HP turns on,the current will start from 0 A and slowly reach  
rated current in 2 minutes. Household electricity system will not be a�ected with  
a gentle increased current. 

→  Designed for air –7 °C 
Smart Inverter HP is designed for air -7°C, which can maximize your pool season.

→  Cooling function available
 
SMARTE CHOICE: When choosing a Smart Inverter, a bigger model is recommened  
so that the heat pump runs at low speed for a longer time with more benefits:

→ heat faster
→ save moret→ enjoy longer silent running time

Performance condition:
Air 15 °C | Water 26 °C | Humidity 70 %
Maintain 26 °C water temperature for 45 m3 pool

A.Nr. 78508 78509 78510 78511 78512 78513 78514

Technology EEV EEV EEV EEV EEV EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 7,5 10 13,5 17,5 25 25 33

C.O.P. 6,7 6,6 7 6,7 6,92 6,92 6,8

Performance condition: Air 15 °C, Water 26 °C

Heating Capacity *kW 4,8 6,6 9,9 11,4 16,0 16,0 22,2

C.O.P.* 4,52 4,64 4,78 4,68 4,51 4,60 5,16

Energy Label (EN14511:2011) B B B B B B B

Performance condition: Air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 4,3 6 8 10 15 15 20

E.E.R. 4 4 4 3,8 4,2 4,2 4

Rated Input Power *kW 1,1 1,4 2,1 2,4 3,5 3,5 4,3

Power supply 230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/ 1Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

400 V/3 Ph 
50 Hz

400 V/3 Ph 
50 Hz

Rated current (A) 5,0 6,5 9,5 11,4 16,0 5,5 9,2

Operating air temperature °C 0~43 0~43 0~43 0~43 0~43 0~43 0~43

Advised pool volume m³ 0–35 30–50 40–70 60–90 75–120 75–120 110–150

Advised water flux m³/h 3–4 4–6 5–7 6,5–8,5 7–9 7–9 10–12

Sound Power dB(A) 61,1 61,8 65,7 68,4 69,8 69,8 69,5

Sound level at 10 meters dB(A) 33,2 33,9 37,8 40,5 41,9 41,9 41,6

Heating exchanger Titanium Titanium Titanium Titanium Titanium Titanium Titanium

Water pipe in-out spec mm 50 50 50 50 50 50 50

Net dimension L × W × H mm 800 × 312 × 558 961 × 312 × 658 961 × 392 × 658 961 × 392 × 758 1092 × 312 × 958 1092 × 312 × 958 1161 × 496 × 958

Net weight/Gross weight kg 42/49 55/63 70/80 72/82 105/117 105/117 123/138

* These datas are certified by TüV Rheinland according to EN14511:2011, the standard is the same as DTP N° 10 of FPP in France

A.Nr. 75067 74787 74788 75074 75068 75069

Advised pool volume (m3) 25~50 30~60 40~75 50~95 65~120 90~169

Operating air temperature –7~43 –7~43 –7~43 –7~43 –7~43 –7~43

Performance condition: Air 26 °C, Water 26 °C/Humidity 80 %

Heating Capacity kW 11,3~2,8 13,3~3,4 17,3~4,4 21,2~5,4 27,5~7,0 36,2~9,2

Heating Capacity kW in silence mode 9,0~2,8 10,4~3,4 13,8~4,4 16,8~5,4 21,7~7,0 28,9~9,2

C.O.P. 6,5~15,1 6,4~15,0 6,3~15,2 6,1~15,1 6,2~15,2 6,4~15,5

C.O.P. in silence mode 7,5~15,1 7,4~15,0 7,3~15,2 7,1~15,1 7,2~15,2 7,4~15,5

Performance condition: Air 15 °C, Water 26 °C/Humidity 70 %

Heating Capacity kW 7,3~1,9 9,4~2,3 11,4~2,8 14,5~3,4 18,0~4,5 24,0~6,2

Heating Capacity kW in silence mode 5,8~1,9 7,4~2,3 8,8~2,8 11,3~3,4 14,5~4,5 19,2~6,2

C.O.P. 4,5~7,7 4,4~7,6 4,3~7,8 4,3~7,7 4,3~7,8 4,5~8,0

C.O.P. in silence mode 5,2~7,7 5,1~7,6 5,2~7,8 4,8~7,7 5,0~7,8 5,2~8,0

Performance condition: air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 5,5~1,4 6,2~1,6 8,5~2,1 10,8~2,7 13,5~3,4 18,0~4,5

Rated input power (kW) 1,6~0,22 2,1~0,25 2,6~0,33 3,33~0,44 4,0~0,58 5,3~0,79

Rated input current (A) 7,4~0,95 9,1~1,1 10,9~1,4 14,5~1,9 5,8~0,8 8,0~1,1

Power supply 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 400 V/3 Ph/50 Hz 400 V/3 Ph/50 Hz

Fuse Calibre (A) 12 A 13 A 16 A 21 A 9 A 12 A

Circuit breaker  
(Rated current A/Residual current mA) 12 A/30 mA 13 A/30 mA 16 A/30 mA 21 A/30 mA 9 A/30 mA 12 A/30 mA

Advised water flux (m3/h) 4~6 5~7 6,5~8,5 8~10 10~12 12~18

Sound pressure 1 m dB(A) 39,5~48,2 42,8~52,1 44,2~52,9 44,7~53,8 48,6~55,5 49,6~55,8

Sound pressure 10 m dB(A) 19,5~28,2 22,8~32,1 24,2~32,9 24,7~33,8 28,6~35,5 29,6~35,8

Heating exchanger Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC

Casing ABS casing ABS casing ABS casing ABS casing ABS casing ABS casing

Water pipe in-out Spec. (mm) 50 50 50 50 50 50

Net dimension L × W × H mm 961 × 312 × 658 961 × 312 × 658 96 × 392 × 658 961 × 392 × 758 1090 × 420 × 960 1160 × 530 × 960

Net weight kg 48 50 58 68 89 108

* The values indicated are valid under ideal conditions: Pool with an insulated cover at night, filtration system running at least 15 hours a day. Above data is subject to modification without notice.

SPECIFICATIONS:

SPECIFICATIONS:

TECHNOLOGY
Hot gas defrosting 
SAGINOMIYA 4 way valve 
 provides an automatic defrosting 
and an operation above 0 °C.

Principle of eev technology 
EEV technology is with an electronic expansion valve, 
which permits very precise and flexible regulation of gas 
flow to adapt to fluctuations of ambient temperature. The 
gas flow adjustment range of EEV is 10 times of traditio-
nal Tx-valve/capillary designs. As a result, it improves the 
C.O.P. averagely by 15 to 20 %.

Smart Inverter is an innovative leading technology in the industry. With this technology, you can enjoy an
exceptional swimming experience with e�ciency 65% higher than on/o� heat pumps.

Unique silver welding 
Silver in the welding solder which 
guarantees a high reliability of gas 
piping system and prevents the 
gas leakage.

Titanium heat exchanger 
The heat exchanger is made of high class titanium tube, a 
stable and non-reactive material which is compatible with 
water treatment by salt electrolysis. The internal configura-
tion design guarantees a high e�ciency of the heat pump.
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Smart 
Wärmepumpe

±·≤·≥ Für private ö�entliche und Naturpoolanlagen. 

Leise.  
E�izient.

Positionierung

Mindestabstände laut 
nebenstehendem Schema beachten.

PRINZIP DER EEV TECHNOLOGIE 
EEV Technology durch elektronisches Expansionsventil für 

präzise und flexible Regulierung des Gasflusses, um auf 
wechselnde Umgebungstemperaturen zu reagieren. Gasflussre-

gulierungsbereich ist 10x besser als herkömmliche Tx-Armaturen/ 
Kapillargefässkonstruktionen; Verbesserung von 15 bis 20%.

HEISSGAS ENTEISUNG
Mit einem SAGINOMIYA 4-Wege Ventil ist eine 

automatische Enteisung möglich und ein Betrieb 
über 0°C möglich.

TITAN WÄRMETAUSCHER
Wärmetauscher aus hochwertigem Titanrohr. 

Ein stabiles und nicht reaktives Material, das für 
Salzelektrolyse behandeltes Wasser geeignet ist. Die 
spezielle Bauweise garantiert eine hohe E�izienz der 

Wärmepumpe. 

EINZIGARTIGE SILBERSCHWEISSUNG
Garantiert eine hohe Verlässlichkeit des 
Gasrohrsystems und schützt somit vor 

Gasaustritt.

Installation

Nur zur Anwendung im 
Außenbereich geeignet.

EINBAUEMPFEHLUNG

TECHNOLOGIE

PERAQUA.COM  Responsibly produced: greenresponse.at   Member of the Praher Group.
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SMART HEATPUMP

SMART INVERTER HEATPUMP PLUS

KARIBIK AUF KNOPFDRUCK
Angenehm temperiertes PoolWater macht richtig Freude und verlängert die Badesaison im eigenen Garten. 

Die intelligenten Gehäusekonstruktionen mit Stahlrahmen und UV-beständigen Kunststo�-Abdeckungen ermöglichen 
außergewöhnliche Laufruhe und höchsten Komfort. Hochwertige Elektronikkomponenten und Titan-Heating exchanger 
sorgen so für eine besonders lange Lebensdauer mit überdurchschnittlicher Energieeinsparung. . 

Selbstverständlich ist auch bei bestehenden Pools jederzeit eine Nachrüstung möglich. Und wenn Sie im Hochsommer 
lieber in der Nordsee als in der Karibik baden, werden Ihnen die Smart Wärmepumpen mit eigener Kühlfunktion beste 
Dienste leisten. 

Für anspruchsvolle Poolbesitzer bleiben nahezu keine Wünsche o�en, und mit den verlängerten Garantiezeit auf die 
Kernkomponenten ist man immer auf der sicheren Seite.

WHY SMART 
INVERTER 
TECHNOLOGY?
→ 65 % higher COP than Normal ON/OFF HP
→ 50 % higher COP than Normal Inverter HP

Smart Inverter is an innovative leading technology in the industry. With this technology, you can enjoy an
exceptional swimming experience with e�ciency 65% higher than on/o� heat pumps.

→  10 times quieter 
By integrating super quiet Mitsubishi inverter compressor and variable speed  
ventilation system, Smart Inverter ensures an operation 10 times quieter than normal  
heat pumps when maintaining the pool temperature. It’s the quietest running heat  
pump you can find in the market.

→  Soft start (Graph Soft Start) 
When Smart Inverter HP turns on,the current will start from 0 A and slowly reach  
rated current in 2 minutes. Household electricity system will not be a�ected with  
a gentle increased current. 

→  Designed for air –7 °C 
Smart Inverter HP is designed for air -7°C, which can maximize your pool season.

→  Cooling function available
 
SMARTE CHOICE: When choosing a Smart Inverter, a bigger model is recommened  
so that the heat pump runs at low speed for a longer time with more benefits:

→ heat faster
→ save moret→ enjoy longer silent running time

Performance condition:
Air 15 °C | Water 26 °C | Humidity 70 %
Maintain 26 °C water temperature for 45 m3 pool

A.Nr. 78508 78509 78510 78511 78512 78513 78514

Technology EEV EEV EEV EEV EEV EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 7,5 10 13,5 17,5 25 25 33

C.O.P. 6,7 6,6 7 6,7 6,92 6,92 6,8

Performance condition: Air 15 °C, Water 26 °C

Heating Capacity *kW 4,8 6,6 9,9 11,4 16,0 16,0 22,2

C.O.P.* 4,52 4,64 4,78 4,68 4,51 4,60 5,16

Energy Label (EN14511:2011) B B B B B B B

Performance condition: Air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 4,3 6 8 10 15 15 20

E.E.R. 4 4 4 3,8 4,2 4,2 4

Rated Input Power *kW 1,1 1,4 2,1 2,4 3,5 3,5 4,3

Power supply 230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/ 1Ph 
50 Hz

230 V/1 Ph 
50 Hz

230 V/1 Ph 
50 Hz

400 V/3 Ph 
50 Hz

400 V/3 Ph 
50 Hz

Rated current (A) 5,0 6,5 9,5 11,4 16,0 5,5 9,2

Operating air temperature °C 0~43 0~43 0~43 0~43 0~43 0~43 0~43

Advised pool volume m³ 0–35 30–50 40–70 60–90 75–120 75–120 110–150

Advised water flux m³/h 3–4 4–6 5–7 6,5–8,5 7–9 7–9 10–12

Sound Power dB(A) 61,1 61,8 65,7 68,4 69,8 69,8 69,5

Sound level at 10 meters dB(A) 33,2 33,9 37,8 40,5 41,9 41,9 41,6

Heating exchanger Titanium Titanium Titanium Titanium Titanium Titanium Titanium

Water pipe in-out spec mm 50 50 50 50 50 50 50

Net dimension L × W × H mm 800 × 312 × 558 961 × 312 × 658 961 × 392 × 658 961 × 392 × 758 1092 × 312 × 958 1092 × 312 × 958 1161 × 496 × 958

Net weight/Gross weight kg 42/49 55/63 70/80 72/82 105/117 105/117 123/138

* These datas are certified by TüV Rheinland according to EN14511:2011, the standard is the same as DTP N° 10 of FPP in France

A.Nr. 75067 74787 74788 75074 75068 75069

Advised pool volume (m3) 25~50 30~60 40~75 50~95 65~120 90~169

Operating air temperature –7~43 –7~43 –7~43 –7~43 –7~43 –7~43

Performance condition: Air 26 °C, Water 26 °C/Humidity 80 %

Heating Capacity kW 11,3~2,8 13,3~3,4 17,3~4,4 21,2~5,4 27,5~7,0 36,2~9,2

Heating Capacity kW in silence mode 9,0~2,8 10,4~3,4 13,8~4,4 16,8~5,4 21,7~7,0 28,9~9,2

C.O.P. 6,5~15,1 6,4~15,0 6,3~15,2 6,1~15,1 6,2~15,2 6,4~15,5

C.O.P. in silence mode 7,5~15,1 7,4~15,0 7,3~15,2 7,1~15,1 7,2~15,2 7,4~15,5

Performance condition: Air 15 °C, Water 26 °C/Humidity 70 %

Heating Capacity kW 7,3~1,9 9,4~2,3 11,4~2,8 14,5~3,4 18,0~4,5 24,0~6,2

Heating Capacity kW in silence mode 5,8~1,9 7,4~2,3 8,8~2,8 11,3~3,4 14,5~4,5 19,2~6,2

C.O.P. 4,5~7,7 4,4~7,6 4,3~7,8 4,3~7,7 4,3~7,8 4,5~8,0

C.O.P. in silence mode 5,2~7,7 5,1~7,6 5,2~7,8 4,8~7,7 5,0~7,8 5,2~8,0

Performance condition: air 35 °C, Water 28 °C (KW)

Cooling Capacity kW 5,5~1,4 6,2~1,6 8,5~2,1 10,8~2,7 13,5~3,4 18,0~4,5

Rated input power (kW) 1,6~0,22 2,1~0,25 2,6~0,33 3,33~0,44 4,0~0,58 5,3~0,79

Rated input current (A) 7,4~0,95 9,1~1,1 10,9~1,4 14,5~1,9 5,8~0,8 8,0~1,1

Power supply 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 230 V/1 Ph/50 Hz 400 V/3 Ph/50 Hz 400 V/3 Ph/50 Hz

Fuse Calibre (A) 12 A 13 A 16 A 21 A 9 A 12 A

Circuit breaker  
(Rated current A/Residual current mA) 12 A/30 mA 13 A/30 mA 16 A/30 mA 21 A/30 mA 9 A/30 mA 12 A/30 mA

Advised water flux (m3/h) 4~6 5~7 6,5~8,5 8~10 10~12 12~18

Sound pressure 1 m dB(A) 39,5~48,2 42,8~52,1 44,2~52,9 44,7~53,8 48,6~55,5 49,6~55,8

Sound pressure 10 m dB(A) 19,5~28,2 22,8~32,1 24,2~32,9 24,7~33,8 28,6~35,5 29,6~35,8

Heating exchanger Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC Titanium in PVC

Casing ABS casing ABS casing ABS casing ABS casing ABS casing ABS casing

Water pipe in-out Spec. (mm) 50 50 50 50 50 50

Net dimension L × W × H mm 961 × 312 × 658 961 × 312 × 658 96 × 392 × 658 961 × 392 × 758 1090 × 420 × 960 1160 × 530 × 960

Net weight kg 48 50 58 68 89 108

* The values indicated are valid under ideal conditions: Pool with an insulated cover at night, filtration system running at least 15 hours a day. Above data is subject to modification without notice.

SPECIFICATIONS:

SPECIFICATIONS:

TECHNOLOGY
Hot gas defrosting 
SAGINOMIYA 4 way valve 
 provides an automatic defrosting 
and an operation above 0 °C.

Principle of eev technology 
EEV technology is with an electronic expansion valve, 
which permits very precise and flexible regulation of gas 
flow to adapt to fluctuations of ambient temperature. The 
gas flow adjustment range of EEV is 10 times of traditio-
nal Tx-valve/capillary designs. As a result, it improves the 
C.O.P. averagely by 15 to 20 %.

Unique silver welding 
Silver in the welding solder which 
guarantees a high reliability of gas 
piping system and prevents the 
gas leakage.

Titanium heat exchanger 
The heat exchanger is made of high class titanium tube, a 
stable and non-reactive material which is compatible with 
water treatment by salt electrolysis. The internal configura-
tion design guarantees a high e�ciency of the heat pump.
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±·≤·≥ Für private ö�entliche und Naturpoolanlagen. 

Leise.  
E�izient.

Positionierung

Mindestabstände laut 
nebenstehendem Schema beachten.

PRINZIP DER EEV TECHNOLOGIE 
EEV Technology durch elektronisches Expansionsventil für 

präzise und flexible Regulierung des Gasflusses, um auf 
wechselnde Umgebungstemperaturen zu reagieren. Gasflussre-

gulierungsbereich ist 10x besser als herkömmliche Tx-Armaturen/ 
Kapillargefässkonstruktionen; Verbesserung von 15 bis 20%.

HEISSGAS ENTEISUNG
Mit einem SAGINOMIYA 4-Wege Ventil ist eine 

automatische Enteisung möglich und ein Betrieb 
über 0°C möglich.

TITAN WÄRMETAUSCHER
Wärmetauscher aus hochwertigem Titanrohr. 

Ein stabiles und nicht reaktives Material, das für 
Salzelektrolyse behandeltes Wasser geeignet ist. Die 
spezielle Bauweise garantiert eine hohe E�izienz der 

Wärmepumpe. 

EINZIGARTIGE SILBERSCHWEISSUNG
Garantiert eine hohe Verlässlichkeit des 
Gasrohrsystems und schützt somit vor 

Gasaustritt.

Installation

Nur zur Anwendung im 
Außenbereich geeignet.

EINBAUEMPFEHLUNG

TECHNOLOGIE

PERAQUA.COM  Responsibly produced: greenresponse.at   Member of the Praher Group.
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±·≤·≥ Für private ö�entliche und Naturpoolanlagen. 

Leise.  
E�izient.

Positionierung

Mindestabstände laut 
nebenstehendem Schema beachten.

PRINZIP DER EEV TECHNOLOGIE 
EEV Technology durch elektronisches Expansionsventil für 

präzise und flexible Regulierung des Gasflusses, um auf 
wechselnde Umgebungstemperaturen zu reagieren. Gasflussre-

gulierungsbereich ist 10x besser als herkömmliche Tx-Armaturen/ 
Kapillargefässkonstruktionen; Verbesserung von 15 bis 20%.

HEISSGAS ENTEISUNG
Mit einem SAGINOMIYA 4-Wege Ventil ist eine 

automatische Enteisung möglich und ein Betrieb 
über 0°C möglich.

TITAN WÄRMETAUSCHER
Wärmetauscher aus hochwertigem Titanrohr. 

Ein stabiles und nicht reaktives Material, das für 
Salzelektrolyse behandeltes Wasser geeignet ist. Die 
spezielle Bauweise garantiert eine hohe E�izienz der 

Wärmepumpe. 

EINZIGARTIGE SILBERSCHWEISSUNG
Garantiert eine hohe Verlässlichkeit des 
Gasrohrsystems und schützt somit vor 

Gasaustritt.

Installation

Nur zur Anwendung im 
Außenbereich geeignet.

EINBAUEMPFEHLUNG

TECHNOLOGIE

PERAQUA.COM  Responsibly produced: greenresponse.at   Member of the Praher Group.

Smart 
Wärmepumpe

±·≤·≥ Für private ö�entliche und Naturpoolanlagen. 

Leise.  
E�izient.

Positionierung

Mindestabstände laut 
nebenstehendem Schema beachten.

PRINZIP DER EEV TECHNOLOGIE 
EEV Technology durch elektronisches Expansionsventil für 

präzise und flexible Regulierung des Gasflusses, um auf 
wechselnde Umgebungstemperaturen zu reagieren. Gasflussre-

gulierungsbereich ist 10x besser als herkömmliche Tx-Armaturen/ 
Kapillargefässkonstruktionen; Verbesserung von 15 bis 20%.

HEISSGAS ENTEISUNG
Mit einem SAGINOMIYA 4-Wege Ventil ist eine 

automatische Enteisung möglich und ein Betrieb 
über 0°C möglich.

TITAN WÄRMETAUSCHER
Wärmetauscher aus hochwertigem Titanrohr. 

Ein stabiles und nicht reaktives Material, das für 
Salzelektrolyse behandeltes Wasser geeignet ist. Die 
spezielle Bauweise garantiert eine hohe E�izienz der 

Wärmepumpe. 

EINZIGARTIGE SILBERSCHWEISSUNG
Garantiert eine hohe Verlässlichkeit des 
Gasrohrsystems und schützt somit vor 

Gasaustritt.

Installation

Nur zur Anwendung im 
Außenbereich geeignet.

EINBAUEMPFEHLUNG

TECHNOLOGIE

PERAQUA.COM  Responsibly produced: greenresponse.at   Member of the Praher Group.

Item No. 7300199 7300200 7300201 7300202 7300203 7300204

Adviced pool volume (m3) 15–30 18–35 20–40 30–60 40–75 50–95

Performance condition: Air 26°C, Water 26°C, Humidity 80%

Heating capacity (kW) 6,0 8,0 9,2 12,5 16,5 20,5

C.O.P. 10.2~5.5 9.5~5.6 10.0~5.7 11.0~6.3 10.5~5.7 10.4~5.6

C.O.P. at 50% speed 8,8 8,2 8,6 9,5 9,1 9,0

Performance condition: Air 15°C, Water 26°C, Humidity 70%

Heating capacity (kW) 4,2 6,0 7,0 9,0 11,5 14,0

C.O.P. 6.2~4.1 6.0~4.1 6.2~4.3 6.1~4.2 6.1~4.2 6.2~4.1

C.O.P. at 50% speed 6,0 6,1 5,8 6,0 6,2 5,9

Operating air temperature (°C) 0~43

Rated input power (kW), air 15 °C 1,0 1,4 1,6 2 2,7 3,4

Rated current (A), air 15 °C 4,4 6,0 7,0 8,7 11,7 15,0

Power supply 230V/1 Ph/50Hz

Adviced water flux (m³/h) 2~4 2~4 3~4 4~6 6~8 8~10

Sound pressure 1m dB(A) 39.8~51.2 40.8~51.1 40.6~52.5 42.9~53.0 45.2~56.3 45.3~57.1

Sound pressure 10m dB(A) 19.8~31.2 20.8~31.1 20.6~32.5 22.9~33.0 25.2~36.3 25.3~37.1

Heating exchanger titanium titanium titanium titanium titanium titanium

Housing metal metal metal metal metal metal

Water pipe in-out specifiaction (mm) 50 50 50 50 50 50

Dimensions L x W x H (mm) 864x349x648 864x349x648 864x349x648 864x349x648 954x349x648 954x349x648

Net weight (kg) 35 46 47 49 60 63

*These datas are certified by TüV Rheinland according to EN14511:2011, the standard is the same as DTP N°10 of FPP in France.

HEATING
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COOLING
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SPEEDS



Badesaison  verlängert!
Wärmepumpen  
für  angenehm 
 temperiertes Water  
zu jeder  Jahreszeit

pooled family pleasure

Member of 

pooled family pleasure

★  Heating and cooling

★   Filled with environmental friendly R410a gas

★   Outstanding performance, 15–20 % energy saving

★   High end and durable ABS casing

★   Heating and cooling salt water treatment compatibility

8 UNIQUE
ADVANTAGES

★   Operation above air 0 °C

★  Digital LED controller

★   Auto defrost for the entire product range

SMART HEATPUMP PLUS

A.Nr. 78739 78740 

Technology EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 45 60

C.O.P. 7 6,8

Rated Input Power *kW 5,8 7,9

Power supply 380–415 V/3 Ph/50 Hz 380–415 V/3 Ph/50 Hz

Rated current (A) 11,4 15,2

Operating air temperature °C –7~43 –7~43

Advised water flux m³/h 15–20 20–25

Sound level at  
1 meters dB(A) 64,9 71,6

Sound Power bei  
10 Meter dB(A) 45 51,7

Heating exchanger Titanium Titanium

Water pipe in-out spec mm 63 63

Net dimension
L × W × H mm 1384 × 488 × 1388 1384 × 488 × 1388

Net weight/Gross weight kg 215/236 215/236

Performance condition: Air 15 °C, Water 26 °C (KW)

Heating Capacity *kW 29,4 40,1

C.O.P.* 5,04 5,05

Energy Label (EN14511:211) A A

Performance condition: Air 35°C, Water 28 °C (KW)

Cooling Capacity kW 27 36

Kühlkapazität 4,5 4,5

* These datas are certified by TüV Rheinland according to EN14511:2011,the standard is the same as DTP N°10 of FPP in France

SPECIFICATIONS:

HEIZT UND KÜHLT!

More Efficient

Less Efficient

A
B

C
D

A

Peraqua Professional 
Water Products GmbH 
Handelsstraße 8
4300 St. Valentin

T. +43 7435/58488-0 
F. +43 7435/58488-2009 

info@peraqua.com
www.peraqua.com

ZENTRALE UND EXPORT

PERAPLAS ČESKO s.r.o.
25101 Říčany-Jažlovice, Zděbradská 62
T. +420 323 63 76-73, F. +420 323 63 76-72
o¶ce.cz@peraplas.com

PERAPLAS DEUTSCHLAND GMBH
Regensburger Ring 12, 91154 Roth
T. +49 9171 9677-1200, F. +49 9171 9677-2209
o¶ce.de@peraplas.com

PERAPLAS Praher Middle East FZE
PO Box No. 122435, Plot No. Q4-99,  
SAIF Zone, Sharjah, UAE
T. +971-6-557 98 66, F. +971-6-557 97 07
o¶ce.ae@peraplas.com

VERTRIEB, LOGISTIK UND TECHNIK

Complete equipment for all types of pools. 

Item No. 78739 78740

Technology EEV EEV

Performance condition: Air 26°C, Water 26°C

Heating capacity (kW) 45 60

C.O.P. 7 6,8

Performance condition: Air 15°C, Water 26°C

Heating capacity (kW) 29,4 40,1

C.O.P. * 5,04 5,05

Performance condition: Air 35°C, Water 28°C

Cooling capacity kW 27,0 36,0

E.E.R. 4,5 4,5

Rated input power kW * 5,8 7,9

Power supply 400V / 3Ph / 50Hz

Rated current (A) 11,4 15,2

Operating air temperature °C -7~43 -7~43

Recommended water flux m3/h 15-20 20-25

Sound power dB(A) 72,9 79,6

Sound level at 10 m dB(A) 45 51,7

Housing ABS ABS

Water pipe in-out specification mm 63 63

Dimensions L x W x H (mm) 1384x488x1388 1384x488x1388

Net weight (kg) 215 225

*These datas are certified by TüV Rheinland according to EN14511:2011, the standard is the same as DTP N°10 of FPP in France.

HEIZT HEIZT UND UND KÜHLT!KÜHLT!

More Efficient

Less Efficient

78739
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Badesaison  verlängert!
Wärmepumpen  
für  angenehm 
 temperiertes Water  
zu jeder  Jahreszeit

pooled family pleasure

Member of 

pooled family pleasure

★  Heating and cooling

★   Filled with environmental friendly R410a gas

★   Outstanding performance, 15–20 % energy saving

★   High end and durable ABS casing

★   Heating and cooling salt water treatment compatibility

8 UNIQUE
ADVANTAGES

★   Operation above air 0 °C

★  Digital LED controller

★   Auto defrost for the entire product range

SMART HEATPUMP PLUS

A.Nr. 78739 78740 

Technology EEV EEV

Performance condition: Air 26 °C, Water 26 °C

Heating Capacity kW 45 60

C.O.P. 7 6,8

Rated Input Power *kW 5,8 7,9

Power supply 380–415 V/3 Ph/50 Hz 380–415 V/3 Ph/50 Hz

Rated current (A) 11,4 15,2

Operating air temperature °C –7~43 –7~43

Advised water flux m³/h 15–20 20–25

Sound level at  
1 meters dB(A) 64,9 71,6

Sound Power bei  
10 Meter dB(A) 45 51,7

Heating exchanger Titanium Titanium

Water pipe in-out spec mm 63 63

Net dimension
L × W × H mm 1384 × 488 × 1388 1384 × 488 × 1388

Net weight/Gross weight kg 215/236 215/236

Performance condition: Air 15 °C, Water 26 °C (KW)

Heating Capacity *kW 29,4 40,1

C.O.P.* 5,04 5,05

Energy Label (EN14511:211) A A

Performance condition: Air 35°C, Water 28 °C (KW)

Cooling Capacity kW 27 36

Kühlkapazität 4,5 4,5

* These datas are certified by TüV Rheinland according to EN14511:2011,the standard is the same as DTP N°10 of FPP in France

SPECIFICATIONS:

HEIZT UND KÜHLT!

More Efficient

Less Efficient

A
B

C
D

A

Peraqua Professional 
Water Products GmbH 
Handelsstraße 8
4300 St. Valentin

T. +43 7435/58488-0 
F. +43 7435/58488-2009 

info@peraqua.com
www.peraqua.com

ZENTRALE UND EXPORT

PERAPLAS ČESKO s.r.o.
25101 Říčany-Jažlovice, Zděbradská 62
T. +420 323 63 76-73, F. +420 323 63 76-72
o¶ce.cz@peraplas.com

PERAPLAS DEUTSCHLAND GMBH
Regensburger Ring 12, 91154 Roth
T. +49 9171 9677-1200, F. +49 9171 9677-2209
o¶ce.de@peraplas.com

PERAPLAS Praher Middle East FZE
PO Box No. 122435, Plot No. Q4-99,  
SAIF Zone, Sharjah, UAE
T. +971-6-557 98 66, F. +971-6-557 97 07
o¶ce.ae@peraplas.com

VERTRIEB, LOGISTIK UND TECHNIK

Complete equipment for all types of pools. 

HEAD QUARTER AND EXPORT

Peraqua Professional
Water Products GmbH
Handelsstraße 8
4300 St. Valentin

T.: +43 7435 58488-0
F.: +43 7435 58488-2009

info@peraqua.com
ww.peraqua.com

SALES, LOGISTICS AND TECHNICS

PERAPLAS DEUTSCHLAND GMBH
Regensburger Ring 12, 91154 Roth
T. +49 9171 9677-1200
F. +49 9171 9677-2209
o  ̈ice.de@peraplas.com

PERAPLAS ČESKO s.r.o.
25101 Říčany-Jažlovice, Zděbradská 62
T. +420 323 63 76-73, F. +420 323 63 76-72
o  ̈ice.cz@peraplas.com
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